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Stacker including integrated multiple cut-io-length saw with 4 adjustable stacking units
installed downstream of a finger jointing line.

A stacking unit consists of the following components:
Pos. 1 Stacker
»  Paternoster
*  Multiple Cut-to-Length Saw
»  Accumulating Conveyor (o form layers)
= Deposit Tongues (to form stacks)
Pos. 2 Hydraulic Double Scissor-Type Elevating Platform
Pos. 3 Control System

Pos, 4 Safety Devices
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Order Confirmation for one Grecon Stacker

Pos. § Conveyor Belt to Discharge the Cuttings

‘_Pos.s Heavy Load Chain Conveyors Installed on the Scissor-Type

Elevating Platform - Automated Removal

Pos. 7 Heavy Load Chain Conveyors Used as a Package Buffer (1 Buffer

Area) - Automated System

The line is designed to process the following timber dimensions:

Length
Cross Sections

Max. Cross Section
Max. Capacity

Stack Dimensions

Length
Width up to
Height up to

Paternosier

Number of Chains
Conveying Element
Charging Height
Discharging Height
Drive

Conveying Speed

Multiple Cut-to-Length Saw

Number of Units
Drive of each Sawing Unit
Diameter of Saw Blade

1000-=7300mm
35 x 90mm

25 x 90mm
100 x 200mm

8 pieces/min. at a length of 6300mm

T1000-7300mm
1200mm
1200mm

4

1" roller chain incl. 2 carriers per chain
700mm & 20mm height adjustable
approx. 1800mm * 20mm height adjustable

spur gear braking motor
0.37kW, 220/380 V, 50 Hz
10m/min.

4
3kW
approx. 450mm
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The sawing process is similar to the one carried out by a saw cutting
from below. The timber piece is positioned at the aligning limit stop,
clamped at the top, and the sawing units move from the bottom to the top
by means of pneumatic cylinders. The extraction of the chips is done at
the bottom. These will be connected to a central 200mm collection point.

Accumulating Conveyor

Number of Chain Units 4
Distance of Units infinitely variable
Conveying Length approx. 2000mm
Conveying Element %" roller chain
Drive: spur wheel back-geared motor

0.37kW, 220/380 V, 50 Hz, frequency converter
Conveying Speed 10m/min.

Deposit Tongues (to form a stack)

A

Number of Units
Travel 1200mm
Guided by linear housing
The distance between the tongues can be adjusted infinitely.
Drive spur gear braking motor
0.57kW, 220/380 V, 50 Hz, frequency converter
Conveying Speed 10mfmin.
Carrying Force approx. 6000kg
Hoisting Height 1300mm
Height 410mm
Length 6000mm
Width 900mm

Prive 3kW




Pos. 3
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Order Confirmation for one Grecon Stacke

Control System

Machine Control System

Dimensions of the Control Cabinet:

Length 1200mm
Height 2000mm
Depth 500mm
Control System Siemens S7 300
Operation via cantrol panel OP7

Control cabinet including integrated OP7, mounted at the front end of the
machine (area: machines — zero edge).

tv Devices

1 Safety Door including safety final limit switch
Protection Fence as per drawing generally as per drawing V. 9803.22
n 2 Safety Light Barrier including analysing unit

L.ength 7000mm
Waorking Width 300mm
Drive spear wheel back-geared motor

0.37kW, 220/380 V, 50 Hz
Conveying Speed 10m/min.

In addition, the conveyor belt is laterally equipped with a funnel-iype
sheet steel.

Height 100mm

Additional explanation and comments on the Order Confirmation
(included in the machine price):

= All units are equipped with pneumatic top pressure devices.

" There is a pneumatic cylinder mounted to the first unit to align the
timber pieces.

u There is a sheel metal chute installed at the first as well as at the
last unit. This chute is used for waste.

= Timber waste must only occur at the first and last unit.

»  The adjustment of the machine units is carried out manually. The
measurement is effected by means of a measuring tape having a
length of 7400mm. In case of multiple cuis, the thickness of the
saw blade must he taken into account.




Confirmation for om econ Stacker

Heavy Load Chain Conveyor Installed on the Scissor-Type Elevating
Platform - Automatic Operation

Number of Chain Units
Distance between Chain Units
Conveying Length

Conveying Unit

Kind of Drive

Working Height

Drive

Feed Speed

Heavy Load Chain Conveyor Used a:
Area) - Automatic Operatio!

Number of Chain Units
Distance between Chain Units
Conveying Length

Conveying Unit

Kind of Drive

Working Height

Drive

Feed Speed

10

1300mm, then 600mm
approximately 1500mm

1% " roller chain incl. straight plate
omega drive (centre drive)
850mm, + 50mm height adjustable
spur wheel back-geared motor

5m/min.

a Package Buffer (1 Buffei
10

1300mm, then 600mMm
2500mm

1% “ roller chain incl. straight plate
omega drive (centre drive)
850mm, + 50mm height adjustable
spur wheel back-geared motor
Sm/min.



DE Inhalt des Datenblattes / Lieferumfang

Sehr geehrter Gebrauchtmaschinen-Interessent,

dieses Datenblatt wurde uns vom Maschinenhersteller bzw. vom Vorbesitzer Gberlassen
und enthalt die urspriingliche Ausstattung der Neumaschine zum Zeitpunkt der
Erstauslieferung. Die aktuelle Ausstattung der angebotenen Gebrauchtmaschine kann
davon abweichen.

EN Content of data sheet / scope of delivery

Dear customer,

this data sheet was handed over to us from the machine's manufacturer resp. the
previous owner and contains the original features of the new machine at the time of first
delivery. Please be aware of that the current equipment of the offered used machine may
deviate from it.

ES Contenido de la ficha técnica / volumen de entrega

Querido interesado en maquinas usadas,

esta ficha técnica nos ha sido proporcionado por el fabricante, o el propietario anterior, y
contiene el equipamiento original de la maquina nueva en el momento de la primera
entrega. El equipamiento actual de la maquina puede discrepar de la misma.

FR Contenu de la fiche technique / contenu de la livraison

Cher client intéressé aux machines d'occasion,

la présente fiche technique nous a été transmise par le constructeur resp. par le
propriétaire précédent. Elle indique I'équipement original de la machine en état neuf au
moment de la premiére livraison. L'équipement actuel de la

machine a l'occasion offerte peut étre différent.

IT Contenuto della scheda tecnica / volume di consegna

Caro interessato a macchine usate,

questa scheda tecnica ci é stato fornito dal costruttore, ovvero precedente
proprietario, e contiene la configurazione originaria della macchina nuova al momento
della prima consegna. La configurazione attuale della macchina usata proposta puo
differire dalla stessa.

PL Zawartos¢ arkusz danych technicznych

Szanowni Panstwo,

arkusz danych technicznych jest wystawiony przez producenta maszyny i opisuje
konfiguracje w okresie dostarczenia maszyny jako nowej. Obecna konfiguracja moze sie
roznic¢ od tej z okresu jej pierwszego uruchomienia.

RU Copep>xaHMe nacnoprta cTaHka / 06bEM nocraBku

YBaxkaeMble nokynaTtenu,

3TOT TEeXHUYECKMI nacrnopT cTaHKa 6bln npegocTaBNeH HAaM NPOU3BOAUTENEM UK
npeabigywmnm BnagenbueMm CTaHKa, OH COAEPXUT ONMMCaHMeE nepBoHa4yasibHOro
3aBOACKOIo OCHalleHWes HOBOro CTaHka. HacTosllee ocHalleHne CTaHKa MOXeT
OT/INYaTbCs OT NpeanoXxeHHoro Bam ctaHka 6/y.

Héchsmann GmbH Tel.: +49/35204/651-0
Schwabacher StraBe 4 E-Mail:_info@hoechsmann.com
D-01665 Klipphausen Website:_ www.hoechsmann.com




